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(57) Abstract 

A distributed virtual software interface (20) that provides 
a reusable framework for building large, distributed fault toler- 
ant Ada applications. The software architecture (20) is imple- 
mented in a distributed computer system (30) having a plurality 
of computers (31) that are interconnected by way of a network 
(13), and wherein each computer (31) has an operating sys- 
tem. The architecture (20) includes a distributed intermediate 
software layer (21) that is distributed among the plurality of 
computers (31) and interfaces with the operating system (1 1) of 
the computer (3 1 ) on which it is disposed. The distributed inter- 
mediate software layer (21) generates intermediate instructions 
that cause the operating system (11) to implement primitive 
operating system instructions. The distributed virtual software 
interface (20) has a distributed object-oriented software layer 
(22) distributed among the plurality of computers (31) that pro- 
vides communication between computers (31) using objects. 
The distributed object-oriented software layer (22) includes in- 
structions that distribute objects of the same class to computers 
(31) that are linked by attributes, operations and associations 
between objects within a class in response to the creation of 
a new object on one of the computers (31). Communication 
between computers (31) is provided using a number of prede- 
fined communication protocols. The distributed object-oriented 
software layer (22) interfaces with the distributed middle soft- 
ware layer (21) disposed on each respective computer (31) and 
generates the intermediate instructions. At least one software 
application is provided on each computer (31) that interfaces 
with the distributed object-oriented software layer (22) and pro- 
cesses objects routed to it. 
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DISTRIBUTED VIRTUAL SOFTWARE INTERFACE OR MACHINE 

BACKGROUND 
The present invention relates generally to distributed fault tolerant computer 
systems, and more particularly, to a distributed virtual software interface or machine 
that interfaces between computers, operating systems and applications that run on the 
computers of a distributed, multi-computer fault tolerant computer system. 

5 Computers that are used in distributed, fault tolerant computer systems, for 

example, have an operating system that embodies primitive instructional codes that 
implement various services. Such primitive instructional codes route data to and from 
storage devices, write data to display devices, send data to a printer or modem, and 
transmit data across a network to other computers, for example. Unfortunately, 

10 conventional computers and computer operating systems inherently limit the 

development of large, distributed, fault tolerant computer systems, such as air traffic 
control systems, and the like. 

Conventional computer architectures and operating systems do not directly 
support distributed computing environments where there is direct cooperation between 

1 5 several processes required to perform specified system functions, including those with 
client/server relationships. In addition, conventional computer architectures and 
operating systems are not easily reconfigured on demand or in response to detected 
hardware or operating system faults so that continuous service is provided in the event 
of such faults. 

20 There are two primary motivations for building a distributed virtual machine as 

contemplated by the present invention. The first is to permit large scale software reuse 
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within a product line (including all of its related pans: process, design, source code, 
and documentation. The second is separating the functional concerns of the application 
domain from the requirements of building a reliable distributed computer system. 
Accordingly, it is an objective of the present invention to provide for a 
5 distributed virtual software interface that interfaces between computers, operating 
systems and applications that run on the computers of a distributed, multi-computer 
fault tolerant computer system. 

SUMMARY OF THE INVEiNTION 

10 To meet the above and other objectives, the present invention provides for a 

distributed virtual software interface that provides a reusable framework for building 
large, distributed fault tolerant Ada applications. Ada is a registered trademark of the 
U.S. government. Ada Joint Program Office. The framework, referred to as a 
distributed virtual machine or distributed virtual software interface, provides a portable 

15 suite of integrated services for building a wide variety of distributed, fault tolerant 
computer systems. The distributed virtual software interface specifically provides a 
foundation for a family of automated air traffic control systems currendy under 
development by the assignee of the present invention. 

The distributed virtual software interface provides for an object-oriented 

20 software architecture that is implemented in a distributed computer system having a 
plurality of computers that are interconnected by way of a network. Each computer has 
an operating system that implements primitive operating system instructions such as 
network communications, data storage, data display, and the like. 

The architecture comprises a distributed intermediate software layer that is 

25 distributed among the plurality of computers and interfaces with the operating system of 
the computer on which it is disposed and that generates intermediate instructions that 
cause the operating system to implement primitive operating system instructions in 
response thereto. A distributed object-oriented software layer is distributed among the 
plurality of computers providing communication between computers using objects that 

30 are instances of object classes that are defined by attributes of objects, operations on 
objects and associations between objects. The distributed object-oriented software layer 
comprises instructions that distribute objects of the same class to computers that are 
linked by the attributes, operations and associations between the objects within the class 
in response to the creation of a new object on one of the computers. Communication 

35 between computers is provided using predefined communication protocols. At least 
one software application is disposed on each computer that interfaces with the 
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distributed object-oriented software layer disposed on the respective computer and 
processes objects distributed to it. 

The distributed virtual software interface provides an "abstract instruction set" 
for developing distributed computer systems, facilitating application development 
without concern for the actual physical distribution of the computers forming the 
system. This level of abstraction is essential for managing complex air traffic control 
systems, for example, which typically require the development of up to one million 
lines of Ada source code to effectively operate the distributed system. 

The architecture of the distributed virtual software interface supports a 
distributed computing system where there is direct cooperation between processes 
required to perform specified system functions, including client/server relationships. In 
addition, distributed computer systems employing the distributed virtual software 
interface may also be reconfigured on demand or in response to detected faults so that 
the system provides continuous uninterrupted service. 
15 The architecture of the distributed virtual software interface provides a robust 

architectural framework for building large distributed Ada-based computer systems. 
The architecture of the distributed virtual software interface provides a framework for 
building similar fault tolerant applications through large scale reuse of previously 
developed blocks of code. Large blocks of the distributed virtual software interface 
20 may be reused within an array of computer systems, thus nunimizing development 
costs of additional systems. 



BRIEF DESCRIPTION OF THE DRAWINGS 
The various features and advantages of the present invention may be more 
25 readily understood with reference to the following detailed description taken in 
conjunction with the accompanying drawings, wherein like reference numerals 
designate like structural elements, and in which: 

Fig. 1 illustrates a conventional software architecture known in the prior an; 
Fig. 2 is a diagram showing an object-oriented software architecture 
30 implemented in a distributed computer system in accordance with the principles of the 
present invention; 

Fig. 3 shows a static view of a typical software architecture built using the 
object-oriented software architecture of Fig. 2; 

Fig. 4 shows a logical view of a set of classes making use of distributed object 
35 services of the object-oriented software architecture; 

Fig. 5 shows an illustration of an example object scenario based on the class 
diagram of Fig. 4. using additional operation annotations; 
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Fig. 6 shows the same sequence of operations depicted in the scenario view of 
Fig. 5. but showing an actual distribution of the resulting software: 

Fig. 7 illustrates independent processing elements that comprise a class 
.mplemented using distributed object services provided by the object-oriented software 
5 architecture of Fig. 2: and 

Fig. 8 illustrates elements of a distributed class. 
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DETAILED DESCRIPTION 

Referring to the drawing figures. Fig. 1 illustrates a conventional software 
architecture 10 that may be used with a plurality of computers 14 connected to a 
network 13. Each of the computers 14 has an operating system 1 1 that permits 
communication between the computers 14 and that implements primitive instructions 
that operates each computer 14. Typically, one or more software applications 12 run on 
each computer 1 4. In an example of an air traffic control svstem. such software 
applications 12 may include flight management software 12a. conflict prediction 
software 12b, sector management software 12c. flow management software Pd radar 
data processing software 12, and display data processing software 1 2f, for example 

In the conventional software architecture 10 running on each of the networked 
computers 14. each software application 12 directly communicates with everv other 
application using low le vel operating system services. This results in tight coupling 
between the applications, wherein each application knows of the existence of the other 
applications. In addition, a large amount of replicated functionalitv is implemented 
within each application. Furthermore, each application is dependent on the oanicular 
computer operating system and related hardware. 

To improve upon the conventional software architecture 10 of Fig 1 Fi* i 
shows an improved distributed object-oriented architecture 20 that forms a distributed 
virtual software interface or machine in accordance with the principles of the present 
mvenuon. The distributed object-onented framework realized by the distributed virtual 
software interface allows each of the applications to be less dependent on each other due 
to .ts .mpliat invocation capabilities, allows common functions to be implemented once 
w.tmn the framework rather than implemented repeatedly within the applications and 
allow. ; applications to be developed without direct dependency on the operating svstem 
or hardware. The distributed object-onented architecture 20 is implemented in a ' 
distributed computer system 30 having a plurality of computers 3 1 that each have an 
operaung system 1 1 and that are interconnected by way of a network 13 

The architecture 20 includes a distributed intermediate software layer - I that is 
distnbuted among the plurality of computers 3 1. At least a portion of the distributed 
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intermediate software layer 2 1 is disposed on each computer 3 1. and interfaces with the 
operating system 1 1 of the computer 3 1 on which it resides. The distributed 
intermediate software layer 2 1 causes the operating system 1 1 to implement primitive 
operating system instructions in response to intermediate instructions that are generated 
5 thereby. A distributed object-oriented software layer 22 is distributed among the 
plurality of computers 3 1 . At least a portion of the distributed object-oriented software 
layer 22 is disposed on each computer 31. and interfaces with the respective portion of 
the distributed middle software layer 2 1 residing on the computer 3 1. At least one 
software application is disposed on each computer 3 1 that interfaces with the distributed 
10 object-oriented software iayer 22 disposed on the respective computer 31. 

The distributed object-oriented software layer 22 provides communication 
between computers 3 1 using objects that are instances of object classes that are defined 
by attributes of objects, operations on objects and associations between objects. The 
distributed object-oriented software layer 22 comprises instructions that distribute 
1 5 objects of the same class to computers 3 1 that are linked by the attributes, operations 
and associations between the objects within the class in response to the creation of a 
new object on one of the computers 3 1. Communication between the computers 3 1 is 
provided using predefined, well-known, communication protocols, including asyn- 
chronous remote procedure call (ARPC). remote procedure call (RPQ. asynchronous 
20 message communication (AMC). and broadcast protocols. The distributed object- 
oriented software layer 22 interfaces with the distributed middle software layer 2 1 
disposed on each computer 31 and causes generation of the intermediate instructions. 

Fig. 3 shows that large scale reuse is achieved by systematically supporting 
variability in an underlying commercial off-the-shelf (COTS) and hardware 
25 environment that includes the distributed middleware layer 2 1 (such as the Universal 
Network Architecture Services (UNAS) software) available from TRW Data 
Technologies Division as well as in the application specific functionality, which 
provides the ability to add new functionality or tailor existing functionality. The 
separation of the functional concerns from those of building a reliable distributed 
30 system is achieved by embodying resources that route data (distribute objects) in the 
distributed virtual software interface 22 and providing a the simple, powerful interface 
22 that permits applicauon development. The distributed virtual software interface 22 
has been designed with a number of architectural objectives including portability, 
suppon of an object-oriented design, support for the distribution of objects, support for 
35 event driven solutions, support for late binding of application processes to the actual 
physical architecture (virtual node - physical node mapping), and support for fault 
tolerance. 
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The distributed virtual software interface 22 is portable because it does not 
depend on non-portable COTS software products, it uses a well-known International 
Standards Organization ( ISO) POSK interface and Simple Network Management 
Protocol (SNMP) standards,, uses Ada type/byte stream conversions for communication 
and storage of data in a heterogeneous environment, and isolates hardware or operating 
system dependent features to software packages with portable specifications. The 
distributed virtual machine 22 uses the UNAS COTS software layer 2 1 which is 
portable to a wide range of hardware and operating system platforms. 

A key aspect of the distributed virtual software interface 22 is its distributed 
object service which provides access to objects of a given class in a transparent manner 
with respect to their physical locations. The distributed object service allows 
distributed application classes to be designed with interfaces where the details of the 
distributed environment are encapsulated behind the ciass interface. The distributed 
object service provides access to objects in a distributed environment, supports physical 
distribution of object state (through replication; within the distributed environment 
while ensuring data consistency, and provides class operation delegation which allows 
a class operation to be invoked in one process and executed in another, such as on a 
different computer 31 on the network 13. 

The distributed virtual machine 22 also supports large scale reuse of the 
software through its support for event-driven invocation (implicit invocation). Event- 
driven invocation reduces coupling between cooperating objects and helps build 
software architectures that are more resilient to changes. The distributed virtual 
machine 22 supports the addition of new classes and customer specific functionalitv on 
top of core application classes via implicit invocation based on changes in the 
distributed state of the core application classes. This is accomplished through 
registration, using a notification (NOTI) protocol, that allow classes to "register to be 
notified" of changes to the distributed application state. Once registered, these classes 
have their operations implicitly invoked when a specified change in the distributed state 
occurs. This allows new application classes to be added on top of a core application 
without modification (or changes in compilation dependencies) to the core application. 

The distributed virtual machine 22 permits design decisions as to how 
distributed applications are ultimately partitioned into independent processes (executing 
Ada programs) and how those processes are allocated to the available distributed 
hardware resources to be deferred until late in an application development process and 
easily changed during the development process. This late binding to the physical 
architecture and repartitioning into processes (with no or little code modifications) 
makes systems built on top of the distributed virtual machine 22 easily managed during 



WO 98/19239 



PCT/US97/19304 



10 



35 



development (when small, simplified configurations are often desirable). This late 
binding aspect of the present invention also makes the systems easily scaieable to 
widely different hardware configurations in support of large scale software reuse. The 
distributed virtual machine 22 provides direct support for building fault-tolerant 
distributed applications. Fault-tolerance is supported through a well-defined fault 
detection and recovery taxonomy, and through automatic and manual reconfiguration of 
the processes within a local area based distributed network 13 (LAN) of computers 31. 

The architecture of the distributed vimial machine 22 will be farther described 
with reference to Figs. 4-8. The architecture of the distributed virtual machine 22 may 
be • viewed" from different perspectives including: a static view (Fig. 4) that describes 
the organization of the software in a development environment (and its compilation 
dependencies), a logical view (Fig. 5) that is an object oriented model of the design, a 
dynamic vtew (Fig. 6) that captures the concurrency and synchronization aspects of the 
design, a physical view (Fig. 7) that describes the mapping of the software onto the 
15 hardware, and a scenario view (Fig. 7) that describes its use. Fig. 8 illustrates 
elements of a distributed class employed with the distributed virtual machine 22. 

Referring to Fig. 4, it shows a static view of a typical software architecture 20 
built using the distributed virtual machine 22. The architecture 20 is divided into layers 
5 1 -54 where each layer only depends on the layers 5 1 -54 below it, in that all 
compilation dependencies are downward only). In this view, the distributed virtual 
machine 22 sits at the bottom of the developed software hierarchy in terms of 
dependencies. The distributed virtual machine 22 depends on a POSDC interface to the 
operating system 1 1. a small number of operating system services outside of the 
POSIX interface, and the UNAS software layer 21 (Fig. 2). The distributed virtual 
machine 22 provides a simple, but complete interface to classes of applications 24 that 
directly make use of it. Exported services provided by the distributed virtual machine 
22 (object distribution, time distribution, and synchronization of objects, event and 
error recording) allow application developers to focus on developing application 
functionality, with minimal concern regarding how the application operates in a 
distributed environment. Because the distributed virtual machine 22 supports event 
driven invocation, a top layer 5 1 of functionality is supported that makes use of the core 
applicauon layer 52 and is able to initiate operations on the core application 24 and have 
its own operations implicitly invoked when changes in the distributed state of the core 
application 24 occur. 

Fig. 5 shows a logical view of classes 61-64 that use distributed object services 
60 of the distributed virtual machine 22. The major class 61 in this example is a flight 
class 61 that provides services to other higher level clients 71-73. which in this example 
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implementation of the file flight plan operation 75 is encapsulated within the flight class 
6 1 . As pan of the implementation of the file flight plan operation 75, a distributed 
object 76 is used to commit the newly created object state. This allows the distributed 
object services 60 to subsequently redistribute (replicate) the object 76 to other 
5 processes and computers 3 1 (or nodes 3 1 ), such as an airline regulatory object 77 (the 
airline regulatory client 72) and electronic flight strip 78 (the electronic flight strip client 
73) within the distributed system 20 that require such objects. Finally, any other client 
classes that have expressed interest in newly created flights flight plans 75 will have 
their operations implicitly invoked using the notification services (NOTI) provided by 

10 the distributed object services 60. 

The dynamic and physical views of a system having the distributed virtual 
machine architecture 20 are shown in Fig. 7. These views show the effect of buildins 
distributed application classes using the services of the distributed vinual machine 22. 
in Fig. 7, the same sequence of operations as shown in the scenario view of Fi2. 6 is 

15 depicted, but an actual distribution of the resulting software is shown. In this case, the 
file flight plan operation 75 invoked in a process 81 (Process 1) on one computer 31 
(Node A), is implemented in another process 82 (Process 2) on another computer 3 1 
(Node B), and reactions to the newly created object 73 are triggered in different 
processes 83-85 on various computers 31 (Nodes B-D). 

20 An important property of the distributed object services 60 of the distributed 

vinual machine 22 is that inter-process communication within the architecture 20 is 
between instances of the same class. This is because the architecture of the distributed 
virtual machine 22 allows distributed classes to encapsulate, behind their interfaces, 
details of any physical distribution of objects that occurs. A client 7 1-73 (such as the 

25 air traffic client 7 1 , the airline regulatory client 72, or the electronic flight strip client 73) 
or client class simply invokes a panicular class operation using either synchronous or 
asynchronous semantics (this is a client decision), while the details of how and where 
the operation is actually executed is not visible to the client 71-73. 

Fig. 7 also shows the client/server relationships that exist between processes 

30 81-85 and classes 6 1 -64 . The relationship between two processes 8 1 -85 is al wavs 
client/server t and a single process 8 1 -85 can be both a client and a server. In Fig. 7, 
the first process 8 1 (Process 1 ) is a client of the second process 82 (Process 2). and the 
second process 82 (Process 2) is a client of the third process 83 (Process 3). The 
client/server model also extends to the class level. In addition, in order to describe a 

35 distributed class, the a service interface is used (in addition to client and server). The 
air traffic class 62 and the flight class 6 1 have a client/server relationship because the air 
traffic class 62 invokes operations of the flight class 61. However, the flight class 61 
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operates as a service interface and a server depending on which process 82 83 
(Process 2 or 3) it executes. The flight class 61 in the first process 81 (Process I) 
operates as a service interface because it is primarily responsible for debating 

Fig. 7 shows the role of the distributed object service 60 (Fig. 5) in phvsicallv 
dtstnbuung cop.es of objects 76 to nodes 3 1 (computers 3 1 ) and processes 82^ 
where they are required. The distributed object 76 in the third process 83 (Process 3) is 

fifth processes 82. 84. 85 (Processes 2. 4. 5) are surrogate copies of the object 7^ h 
•s the responsibility of the distributed object service 60 to ensure all objects 6 remai 
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An off-line tool. ATIG (Ada Type Interchange Generator, developed by Little 
Tree Consulting), is used to automatically generate Ada code that converts Ada objects 
into common "byte stream" data types and vice-versa. This mechanism is similar to the 
stream I/O attributes of Ada 95. but is implemented in Ada 83/87. This tool is widelv 
5 used in the implementation of the distributed virtual machine. It allows heterogeneous 
communication between processes with no need for representation clauses. Two 
formats are supported, including a binary format and a human-legible (text) format. 

The Pivot thread scheduler is a very light weight asynchronous thread scheduler 
that does not use Ada tasks. Services provided by the Pivot thread scheduler have been 
10 developed to provide a high-performance scheduler where a potentially laree number of 
dynamically created asynchronous threads are required. High performance is obtained 
because there are no task or process context switches, nor any need for additional 
mutual exclusion mechanisms. A Pivot thread is associated with an Ada procedure. 
Each Pivot thread is a member of a "group ' where all threads of the same group share a 
1 5 common context. Each thread can also have a private context, persistent between 
invocations of the thread. 

There are different kinds of threads and ways to invoke them. A thread mav be 
time sensitive (periodic), event sensitive (reacting to the occurrence of a global 
stimulus), command sensitive f reacting to a stimulus directed to its group), response 
20 sensitive (reacting to a stimulus specifically directed to the thread) or synchronous 
(directly invoked). The Pivot thread scheduler also supports implicit invocation. It 
provides services of a bookkeeper, a dispatcher, and a watchdog. It manages service 
requests and delivers subsequent responses. Such schedulers are generally well 
understood by Ada programmers. 
25 The Pivot thread scheduler is a software component that provides threads of 

control. The Pivot scheduler provides services of a bookkeeper, maintaining 
knowledge of which threads have expressed an interest in particular events. The Pivot 
thread scheduler provides services of a dispatcher, invoking threads in response to the 
occurrence of events that have been designated as "interesting". The Pivot thread 
30 scheduler provides services of a broker, managing a context that may be shared by a 
number of threads that contribute to a collective goal. The Pivot thread scheduler' 
provides services of a watchdog, alerting those threads that have requested to be 
invoked when a specified period of time has elapsed. The Pivot thread scheduler 
provides a mechanism that orchestrates execution of an application whose behavior is 
35 highly dependent upon a number of dynamic state variables. 

Threads are references to subprograms whose invocations by the thread 
scheduler are based on three different sensitivities: events, responses, and times. There 
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are three categones of Pivot threads that exploit these sensitivities, namely event 
sensitive, response sensitive, and time sensitive threads, respectivelv 

An application creates an event sensitive thread that is invoked as the result of 
specific events, which, for example, may be produced in response to distributed obi 
5 notification, an application -produces" an even, all threads having exp^ 

eanon of an event results in the dispatch of any number of event sensitive threads that 
ave previously expressed i«~.««poo«« i |d W d^ iS c^ Iod ^ 
to a single thread. The application creates a ume sensitive thread that is invoked 
10 re^tofan exp^rycondition specified in an argument lis, In general the ea W 
-~ us.ng the ,vot thread scheduler is well understood by Ada programmers 
Thed.^ 

««• clients 61-64. Tne distnbuted vinual machine 22 uses these parameterization 
servicestoprovidepoaabilityandscajability. These services allow each ex" table 
IS P^—nstaucetohaveitsbehaviortailoredbyasetofresourcedat, C 

not wntten exphculy in the source code but must be prov.ded for the program 
to mn. A resource can be as simple as a single integer value or as complex as a ttZf 
arbitrages. Two kinds of resources include constant and variable tem 

oikioic system parameters). Constant svstem parameters mav hp ncri a • 

w^rT" matanism *" 8eatra,i<m ° f t *■ «fe ^« 

*" *» moitata of w ^ - 
betaor . some « way wirhour fc K ^ TOm [0 „„/ ^ 

Tire diaribmed vtoal r, ^ , he ^ 0( AJa 

Adaescepoo,, ^^Uatr^gofan,^,,^,,,, 
alw,y s ^ ^ . error reponrng mechan™. by rcponrng « J " ^ 
35 wropr^^. The different revenues include bfomnta, which U "ltd » 
repon rnrereMg. bnr infreouen, evc„ K ^ which „ ^ „ ^ 
unexpecred condidon widup d. sorw. „ local recoveiy w ^ 
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software is able to continue to provide service: serious but not fatal, which is used to 
report that the current operation is unable to be completed, but there is no reason that 
subsequent operations won't be successful: controlled and fatal, which is used to repon 
the occurrence of a fatal event, but the software knows what's wrong and is confident 
5 that a controlled shutdown of the process will be successful: and wild and fatal, which 
is used to repon conditions that should never happen, such as if there is a strong 
indication of a programming enor. or the loss of an essential system resource 
(memory). Only the last three repons result in an exception, and only the exception 
raised for severity "serious but not fatal" is handled by the general application code. 
1 0 The primary motivation for this strategy is to avoid exception handling code from 

creeping all over the place and dwarfing the useful code, a phenomenon often observed 
in large Ada systems. The error reporting mechanism allows applications to define and 
repon their own enors and to parameterize the enor text through resource data. 
Reponed errors are centralized for recording, for display and for subsequent query. 
1 5 The distributed virtual machine 22 provides services that allow an application to 

be instrumented for the collection of performance data. The distributed virtual machine 
uses this capability for some of its operations in implementing the distributed services. 
These services support the grouping of measurements for input to statistical analysis 
and threshold evaluation. The services support the development of higher level 
20 responses (i.e., application specific) to sustained poor performance trends. (NOTE: if 
this topic is not peninent to the invention, then it should be deleted. Otherwise, this 
topic needs to be explained in more detail.) 

The distributed vinual machine 22 provides services that allow application 
classes to achieve intra-class message-based communication independent of their 
25 physical location in the architecture. Class communication services are the foundation 
for all inter-process communication. A class 6 1-64 may have different roles with 
regard to inter-process communication: service interface, server or both. 

There are four types of communication protocols used in the distributed virtual 
machine 22. An ARPC protocol is used by the vast majority of classes. This is the 
30 standard protocol used for all delegated operations. The caller's thread of control is 
released immediately after sending the message, and the caller will be notified 
(asynchronously) when a return message is received. The ARPC model is based on the 
metaphor of taking one's car in to be serviced at an auto repair shop. The general 
sequence of events is illustrated as follows. 
35 A client takes a car to the repair shop requesting work to be performed (invokes 

a class operation). At the same time, the client also provides a phone number (in 
addition to other normal input parameters) so that the repair shop can call back when the 



WO 98/19239 



PCT/US97/19304 



14 



35 



scmce ,s complete (implicitly invoke the client to inform of operation completion) As 
•denote thus service request tan output parameter of the operation request). At some 
= '"^g^*e^^ QnceaJn the 

o .tneve the results of the requested operation, Basedon the work order the re "ts 
of the serv.ce (operation) are returned to the client. 
10 An RFC protocol is used by classes that need to implement svnchronous 

corn_, The caller's thread of control is blocked until a ret™ mellis 

some ad-hoc commumcauon protocol. A broadcast protocol is used to distribute 
messages to multiple recovers. The broadcast protocol enables a Cass to broadcast a 

C1 rr tanCeS ^ " tranSmitterS ° r « subscribc '0 the broadcast 
The chstnbuted object serv.ce 60 allows applications to access objects of a class 

^he. data consrstency. notification, failure recovery, time management, notices 
recording servrces. data extraction services, and tacucai comieuration Unifa™ \ 

With regard to the appiicauon-oriented cache (illustrated in Fi* 8) local 
cachmg of objects (i.,. the physical distribution of objects values throuehout the 

^^ t ^ { ^ mkb onhll .I 

available for read access at any time. This service is known as subscription and rh ' 
local copres of object values are referred to as surroeates. ' 

A subscripdon to objects can be expressed either through a filter or bv exnliei, 

supports the software desip principle 0 f bringing objects to where hey I nToed 
rather ^^-^.-c^^^ 
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provide for improved response times for read access to objects, but it also supports 
continued access to objects even during faiiure of other processing elements, thus 
contributing lo the fault tolerance characteristics of the distributed virtual machine. 

Data consistency is ensured between multiple copies of a given object within a 
5 class (and across different classes). Transactions allow several objects (possibly of 
different classes) to be accessed automatically, in the sense that modifications 
performed in the course of the transaction are committed on an all-or-nothing basis. 
The notification capability allows clients to register to be notified (via a callback) of 
changes to objects of a distributed class. This capability allows for the reversal of 

10 dependency between two classes, and allows the distributed class to only be concerned 
with maintaining its own state, rather than aiso concerning itself with the other classes 
that arc interested in those state changes. 

The notification capability allows the client class to register interest in objects 
based on their state or based on changes to their state. As with the subscription 

15 capability, a filter may be specified to indicate which objects are of interest. When an 
object is committed at its central object store, its state is evaluated against the notifica- 
tion filter and if it passes, then the client is notified. In addition to expressing interest in 
objects via a filter, clients may also express interest based on change to the state of an 
object. A mutation is a description of the difference between two objects. When two 

20 objects are successive versions of the same object, a mutation describes the set of 
changes that occurred from one version to the next. Mutations allow clients to be 
notified upon arbitrary change to some set of attributes of an object. The mutation is 
always used in conjunction with a notification filter and acts as a second level criteria 
that must be passed before a notification will occur. The mutation of an object is 

25 computed in a central object store (at transaction commit time) and distributed as an 
additional attribute of the object. This allows the mutation to be accessed as any other 
attribute of the objecL allowing clients of the distributed class to base their processing 
on knowing exactly which attributes changed in the current version of the object. 
Automatic failure recovery is supported by keeping one or several backup 

30 copies of each object on various processing nodes 31. and ensuring that these copies 
remain synchronized and consistent. 

With regards to time management, the distributed virtual machine 22 
simultaneously supports concepts of real and logical time. Logical time is a time that 
has a linear relation with real time. The parameters of this linear relation may be 

35 modified on line, within limits. For each type of time (real and logical) there is a 

corresponding type of duration (real and logical). In an operational system, logical time 
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The distributed vinual machine 22 provides a recording mechanism that allows 
applications to record on-line distributed operational data in a central location. The 
metaphor of a sound track studio is used to implement this mechanism, with classes 
such as signal, mixer, recorder, tape and tape library. Similar recorded data of all 
5 processes in an application are centralized on one physical location. Fault tolerance 
mechanisms are used to ensure continuous operation of the recording services. Data 
extraction services are also provided to support application level data reduction and 
report generation. 

Tactical configuration services of the distributed virtual machine 22 provide 
10 capabilities to manage and control mapping of the dynamic architecture to the physical 
architecture. This is accomplished through real-time monitoring of the current system 
configuration, manually controlling the current system configuration (startup, shut- 
down, reconfiguration), and automatic reconfiguration in response to system faults. 
The distributed virtual machine concept for management of a network starts 
1 5 with the notion of a logical network, where a logical network is a set of communicating 

o 

processes, operating within a common (logical) time base, that provide a service. The 
distributed virtual machine 22 supports managing multiple simultaneous logical 
networks that share the same set of physical resources (nodes 31 and physical network 
13). Each logical network includes many settings where each setting is a named 

20 collection of processes that may execute on a node 3 1 of the physical network 13. 

The monitoring capabilities provide insight into the current logical networks, 
settings and processes as well as insight into the current allocation of nodes 3 1 to the 
physical network 13. The manual reconfiguration services allow for controlled system 
level startup and shutdown as well as the execution of scripted reconfigurations without 

25 service interruption. Common reconfiguration actions can be saved as a script and 
recalled at any time. 

A description of how the distributed virtual machine 22 may be used to build 
fault tolerant distributed applications is described below. Fault tolerance is defined and 
a general taxonomy of faults that the software can detect and respond to is discussed. 

30 Each of the software services provided by distributed virtual machine 22 that play a 
significant role in the fault tolerance approach is discussed. 

A distributed application provides services. A service is correct if, in response 
to inputs, it behaves in a manner that is consistent with its specification. When a 
service fails to behave in its prescribed manner, then a fault has occurred. If a fault is 

35 unhandled or exists for a prolonged time, then a failure has occuiTed. The fault tolerant 
mechanisms of the distributed virtual machine 22 prevents failures from occurring. 
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From the very specific to the very general, software faults can be classified into 
the followmg hierarchy which includes crash fault, omission fault, timnu fault and 
arbitrary fault. A crash fault is the failure of a service to respond to an inout and all 
subsequent mputs. An omission fault is a super-set of crash faults, and includes the 
case where a service fails to respond to a parucular input, but may respond to 
subsequent inputs. A timing fault occurs when a service fails to respond or responds 
too early or too late. Performance faults axe a subset of timins faults that are 
predominantly due to responses that are too late. An arbitrary fault is either a uming 
fault, or the service produces a response different from the one specified 

The distributed virtual machine 22 provides a variety of intesrated serv,ces to 
detect and recover from the various classes of software faults. Tactical confiwntion 
servtces are responsible for detection and process level recovery from crash faults 
Class communication serv,ces are response for the masking (from the apolicauon 
classes, of crash faults and the detection of omission faults. The distributed object 
services are response for ensuring data consistency and continued access after the 
recovery from crash and omission faults. Performance measurement services are 
responsible for the detection of performance faults. 

Tlie tactical configuration services that support the detection and recovery from 
crash faults are descnbed below. The crash faults handled by the tactical confieunuion 

n rum, be dmded into three sub-categories depending on the kind of failures thev mav 
lead to: blindfolded, wild, and controlled failures. ' X 

BU f fol < ed ™uks occur when a process fails without even beine aware of it 
orexample. a class enters an infinite loop.,. The watchdog capabilities of the UNAS 

fnomwitmn the process, but their origm or impact is unknown. These failures ma^K 

bottom stack frame of the main task in each process. Controlled failures are the result 
fanexphcuacuon by the software that has detected a fata, condition. ControUed 
failures manifest themselves as a unique Ada exception raised in response to the 
reporung of a fatal condition. A controlled failure is different from a wild failure in the 

fcsh.cn. glV ing the applications an opportunity to save data or do any other appropriate 

process™ 6 ^ * " ^ «* ™«> «* **ve 

strategy. The distributed vrtua. machme 22 supports the following pre defined process 
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modes: solitary, sharing, primary, and secondary. A process is in the solitary mode if 
it is actively providing services to client processes, and there are no associated sharing 
or secondary processes active. A process is in the sharing mode if it is actively 
providing services while operating in a network configuration where there are multiple 
5 instances of this same process actively sharing the service load. A process is in the 
primary mode if it is actively providing services and is operating in a network 
configuration where it has been paired with another process in secondary mode. 

A process in the secondary mode is not actively providing services f to client 
processes), but is potentially interacting with another process instance operating in 
10 primary mode. The secondary mode process is responsible for being prepared to take 
over the services provided by the primary mode process in the event of a fault. 

Resource data, along with the mode of the process experiencing the failure, 
determine the particular recovery action to be taken in response to a crash fault. 
Recovery actions can be specified for individual processes, for individual nodes 3 1 , or 
15 for the entire network, providing a natural hierarchy of possible recovery actions 
dependent on the type of failure (process or node 3 1) and the current system 
configuration. In the case of an entire node failure, a special mode (node failure) is 
used to direct the particular recovery actions. 

Tactical configuration services support recovery strategies in response to crash 
20 faults including starting a new process on the same node 3 1 or on a different node 3 1 ; 
changing the mode of an existing process on the same node 3 1 or a different node 31; 
shutting down an existing process on the same node 31 or a different node 31; and 
performing a soft shutdown and warm restart of the failed process (applicable for 
controlled failures). 

25 The class communication services play two roles in the fault tolerance design: 

aiding in the masking of crash faults by supporting automatic re-establishment of 
client/server communication paths as pan of node 31 or process recovery actions taken 
by the tactical configuration services, and providing automatic detection of omission 
faults. 

30 The masking of crash faults from the majority of the application code occurs as 

the result of the automatic recovery actions described in the previous section as well as 
the automatic re-establishment of client/server communication paths performed by the 
class communication services. After the recovery of a failed server process (on the 
same or different node 3 1), the class communication services automatically determine 

35 the new address for the server and re-establish the communication connections between 
that server and all of its clients. 
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Fie. 8 is in a service interface role and communicates with one or more instances in a 
server role (shown by the processes on the right side of Fig. 8). The bi-directional 
arrow connecting the computers 3 1 represents internal communication that occurs 
during operation delegation. Each process 8 1 . 82 that contains a distributed class 9 1 
5 also contains a single transaction manager 94. Both the distributed class 9 1 and the 
transaction manager 94 communicate with the primary central object store 95 associated 
with the distributed class 9 1 . The central object store 95 is responsible for committing 
transactions, distributing surrogate copies of objects to proper remote caches 96 . and 
communicating with a secondary central object store 97. 
10 Of these core capabilities of the distributed object services, the data consistency, 

notification, and automatic failure recovery capabilities play key roles in the fault 
tolerance system 20. Ensuring data consistency in the presence of crash faults is the 
combined responsibility of the transaction manager 94 and the central object store 95 
provided by the distributed object services. The transaction manager 94 provides 
15 operations to initiate, roll back, and commit transactions. Integrity is ensured by keep- 
ing in a transaction log all modifications to objects requested as part of that transaction, 
and making their effect permanent only upon the successful completion of the commit 
operation. If the transaction is rolled back, or is never committed due to the occurrence 
of a fault, the transaction log is discarded and no change to the object state occurs. 
20 The design of the transaction manager 94 was heavily influenced by the desire 

for it to be as "light-weight" as possible. This is why the transaction manager 94 is not 
based on the use of locks or two-phase-commit protocols, but an approach of detecting 
object version mismatches at transaction commit time (rather than trying to secure locks 
on objects at each step of the transaction ). 
25 From the above description of the transaction capabilities, the transaction man- 

ager 94 ensures data integrity in the case of a crash fault occurring in the committing 
process (prior to the transaction being committed). The transaction manager 94 only 
partially accounts for ensuring data integrity tn the case of a crash fault occurring in the 
primary central object store 95. The automatic failure recovery capability provided by 
30 ihe distributed object services provides the balance of the capabilities. The automatic 
failure recovery capabilities provided by the distributed object services provide toler- 
ance in the presence of crash faults occurring in the primary central object store 95 or in 
the case of complete node failures. The automatic failure recovery functionality is an 
example of the primary/secondary process mode capabilities described above. 
35 For each central object store operating in the primary process mode, there may 

exist another central object store operating in the secondary process mode on a different 
computer 31. It is the responsibility of the primary central object store 95 to keep the 



SUBSTITUTE SHEET (RULE 26) 



15 



W ° 98/19239 PCT/US97/19304 

22 

secondary central object store 97 synchronized regarding the state of all objects. The 
communication that occurs when committing a transaction, described above, as well as 
the communication that occurs when initializing the secondary central object store, 
accomplishes this synchronization. 
5 In the case where the tactical configuration mechanism detects a crash fault in 

the primary central object store process, the automatically initiated recovery action 
causes the secondary central object store process to undergo a mode change, from 
secondary to primary. In addition, it is the responsibility of the central object store to 
provide persistence for all objects. This persistency is relied upon when the system is 
1 0 initially starred or re-started from a cold state. 

The notification capability provided by the distributed object services provides a 
powerful form of communication between classes by allowing an operation of one class 
to be implicitly invoked as the result of a change to the state of an object in another 
class. Since notifications trigger second-order processing on other classes, it is impor- 
tant that these events are not lost in the presence of faults. Performing the evaluation of 
notification criteria (and subsequent notifications), not only at transaction commit time, 
but also when the notification criteria are initially registered or re-registered, ensures 
notification events occur, even in the presence of faults. By evaluating notification 
criteria at the time of registration, the distributed virtual machine 22 can recover from 
both crash faults in the primary central object store 95. and in any second-order 
processing (i.e.: the second-order processing will occur). 

The distributed virtual machine 22 has been reduced to practice and is currently 
undergoing testing. The entire framework currently represents over 50.000 source 
lines of Ada code (not including the UNAS software layer 21). The distributed virtual 
machine 22 has been tested in distributed systems that have physical networks 
containing over fifty computers 3 1 or nodes 3 1 . 

Thus, a distributed virtual software interface that interfaces between computers, 
operating systems and applications that iun on the computers of a distributed, multi- 
computer fault tolerant computer system has been disclosed. It is to be understood that 
the described embodiment is merely illustrative of some of the many specific embodi- 
ments which represent applications of the principles of the present invention. Clearly, 
numerous and other arrangements can be readily devised by those skilled in the art 
without departing from the scope of the invention. 
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CLAIMS 

What is claimed is: 

1 . An object-oriented software architecture (20) implemented in a distributed 
computer system (30) having a plurality of computers (31) that are interconnected by 
way of a network (13), and wherein each computer (31) comprises an operating 
system, said architecture (20) characterized by: 

5 a distributed intermediate software layer (2 1 ) that is distributed among the 

plurality of computers (3 1) that interfaces with the operating system (1 1) of the 
computer (3 1 ) on which it is disposed and that generates intermediate instructions that 
cause the operating system (1 1) to implement primitive operating system instructions in 
response thereto; 

10 a distributed object-oriented software layer (22) distributed among the plurality 

of computers (31) that provides communication between computers (31) using objects 
that are instances of object classes that are defined by attributes of objects, operations 
on objects and associations between objects, and wherein the distributed object-oriented 
software layer (22) comprises instructions that distribute objects of the same class to 

15 computers (31) that are linked by the attributes, operations and associations between the 
objects within the class in response to the creation of a new object on one of the 
computers (31), and wherein communication between computers (31) is provided using 
predefined communication protocols, and wherein the distributed object-oriented 
software layer (22) interfaces with the distributed middle software layer (21) disposed 

20 on each respective computer (3 1 ) and causes generation of the intermediate instructions; 
and 

at least one software application disposed on each computer (31) that interfaces 
with the distributed object-oriented software layer (22) disposed on the respective 
computer (31) and processes objects distributed to it. 

2. The architecture (20) of Claim 1 wherein the operating system (1 1) is 
characterized by a UNIX operating system (11). 



3. The architecture (20) of Claim 3 wherein the distributed intermediate 
software layer (21) is characterized by Universal Network Architecture Services 
software. 
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4. The architecture (20) of Claim 3 wherein the distributed object-oriented 
software layer (22) supports multiple communications protocols. 

5. The architecture (20) of Claim 1 wherein the distributed object-oriented 
software layer (22) supports an asynchronous remote procedure call communications 
protocol. 

6. The architecture (20) of Claim 5 wherein the distributed object-oriented 
software layer (22) supports a remote procedure call communications protocol. 

7. The architecture (20) of Claim 5 wherein the distributed object-oriented 
software layer (22) supports an asynchronous message call communications protocol. 

8. The architecture (20) of Claim 5 wherein the distributed object-oriented 
software layer (22) supports a broadcast communications protocol. 

9. The architecture (20) of Claim 5 wherein the distributed object-oriented 
software layer (22) provides for class-based communications between respective ones 
of the computers (31). 
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